INSTALLATION INSTRUCTIONS

PRO MOD SKID PLATE

WESTI e APPLICATION:
IN Chevrolet Silverado 2500/3500 2012019
PART NUMBER:
5871165
CONTENT
ITEM QUANTITY DESCRIPTION TOOLS NEEDED
1 1 SKID PLATE 15MM SOCKET
2 1 DRIVER MOUNTING BRACKET RATCHET
3 1 PASSENGER MOUNTING BRACKET TORQUE WRENCH
4 8 M8 FLAT WASHER 18MM SOCKET
5 6 M8 SPLIT LOCK WASHER 18MM WRENCH
6 2 M10 HEX DRIVE BUTTON HEAD BOLT 13MM SOCKET
7 2 M10 SERATED FLANGE NUT
8 4 M10 FLAT WASHER
9 2 M10 SPLIT LOCK WASHER
10 6 M8 HEX DRIVE BUTTON HEAD BOLT
11 2 M8 SERRATED FLANGE NUT
12 2 M12 HEX BOLT
13 2 M12 SERRATED FLANGE NUT
14 4 M12 FLAT WASHER
15 4 M8 U-CLIPS

ANTI-SEIZE LUBRICANT MUST BE USED ON ALL STAINLESS STEEL FASTENERS TO PREVENT THREAD DAMAGE AND GALLING
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PROCEDURE

1. Remove contents from box, verify if all parts listed are present and free from damage.
Carefully read and understand atistructions before attempting installation.
Failure to identify damage before installation could lead to a rejection of any claim.

2. Attach the supplied M8 {Clips (15) to the bumper. S&&gure 1.

have factory tow hooks, use the supplied M12 hardware.

Use the factory tow hook hardware to attach the skid plate mounting bracketgBee2. Note: If your vehicle does ng

Fig. 1 Attach here
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14. Install the Skid Plate to the bumper using the supplied M8 Hardwar€&ig@ee 3-4.
15. Secure the Skid Plate to the Mounting Brackets using the supplied M10 Hardw&fegBed.
15. Align bumper as desired and tighten hardware as specified: M8 tdlk8 M10 to 38 fibs, M12 to 60 fibs.

For all U-Clip locations
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INSTALL COMPLETE

Lights and bumper sold separately.

CARE INSTRUCTIONS

 REGULAR WAXING IS RECOMMENDED. DO NOT USE ANY TYPE OF POLISH OR WAX THAT MAY CONTAIN ABRASIVES.
9 STAINLESS STEEL PRODUCTS CAN BE CLEANED WITH MILD SOAP AND WATER. STAINLESS STEEL POLISH SHOULD BE USETHEPOLISH SN
 GLOSS BLACK FINISHES SHOULD BE CLEANED WITH MILD SOAP AND WATER.
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